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FOURTH FLOOR NOTES:
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LIBRARY MEZZANINE

A. ALL SPEAKER/STROBES, SPEAKERS AND STROBES SHALL
BE SURFACE MOUNTED IN JUNCTION BOX COMPATIBLE WITH
SURFACE METAL RACEWAY AND DEVICE. PAINT JUNCTION
BOX TO MATCH ADJACENT SURFACE.

B. NEW SMOKE DETECTOR ASSOCIATED WITH AC—18:
INTERLOCK WITH AHU EXISTING WIRING TO SHUT DOWN AHU
WHEN SMOKE DETECTOR SENSES PRODUCT OF COMBUSTION.
EXTEND NEW CONDUIT AND WIRING FOR CONNECTION TO
EXISTING JCI METASYS SYSTEM AND NEW FIRE ALARM PANEL.

C. ALL RACEWAYS TO SPEAKER AND STROBES, SPEAKER OR
STROBES SHALL BE SURFACE METAL RACEWAY PAINTED TO

MATCH ADJACENT SURFACE.
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SIXTH FLOOR NOTES:

A. ALL SPEAKER/STROBES, SPEAKERS AND STROBES SHALL
BE SURFACE MOUNTED IN JUNCTION BOX COMPATIBLE WITH
SURFACE METAL RACEWAY AND DEVICE. PAINT JUNCTION
BOX TO MATCH ADJACENT SURFACE.

B. NEW SMOKE DETECTOR ASSOCIATED WITH AC—13:
INTERLOCK WITH AHU EXISTING WIRING TO SHUT DOWN AHU
WHEN SMOKE DETECTOR SENSES PRODUCT OF COMBUSTION.
EXTEND NEW CONDUIT AND WIRING FOR CONNECTION TO
EXISTING JCI METASYS SYSTEM AND NEW FIRE ALARM PANEL.

C. ALL RACEWAYS TO SPEAKER AND STROBES, SPEAKER OR
STROBES SHALL BE SURFACE METAL RACEWAY PAINTED TO

MATCH ADJACENT SURFACE.
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FIFTH FLOOR NOTES:

1514] ||[513]

AC-19
(ABOVE ACOUSTICAL
CEILING) :

A. ALL SPEAKER/STROBES, SPEAKERS AND STROBES SHALL
BE SURFACE MOUNTED IN JUNCTION BOX COMPATIBLE WITH
SURFACE METAL RACEWAY AND DEVICE. PAINT JUNCTION
BOX TO MATCH ADJACENT SURFACE.

[

FIFTH FLOOR

NEW SMOKE DETECTORS ASSOCIATED WITH AC—19 & AC—22:
INTERLOCK WITH AHU EXISTING WIRING TO SHUT DOWN AHU
- WHEN SMOKE DETECTOR SENSES PRODUCT OF COMBUSTION.

EXTEND NEW CONDUIT AND WIRING FOR CONNECTION TO
EXISTING JCI METASYS SYSTEM AND NEW FIRE ALARM PANEL.

C. ALL RACEWAYS TO SPEAKER AND STROBES, SPEAKER OR
STROBES SHALL BE SURFACE METAL RACEWAY PAINTED TO
MATCH ADJACENT SURFACE.
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A. ALL SPEAKER/STROBES, SPEAKERS AND STROBES SHALL
BE SURFACE MOUNTED IN JUNCTION BOX COMPATIBLE WITH
SURFACE METAL RACEWAY AND DEVICE. PAINT JUNCTION
BOX TO MATCH ADJACENT SURFACE.
w B. ALL RACEWAYS TO SPEAKER AND STROBES, SPEAKER OR
STROBES SHALL BE SURFACE METAL RACEWAY PAINTED TO
- MATCH ADJACENT SURFACE.

SEVENTH FLOOR

Z

SCALE:

" _ NO.IO:

E1.4

(©) 2003 SFA ARCHITECTS INC.

LEGEND
LK EXISTING BELL TO BE REMOVED, SEE GENERAL NOTES
L MF 1 EXISTING MANUAL PULL STATION TO BE REMOVED, SEE GENERAL NOTES
col EXISTING CIVIL DEFENSE KLAXON TO BE REMOVED, SEE GENERAL NOTES
vE] NEW MANUAL PULL STATION, SEE GENERAL NOTES
X NEW STROBE WITH 75 CANDELA RATING, SEE GENERAL NOTES
= NEW SPEAKER WITH STANDARD db SOUND RATING, SEE GENERAL NOTES
o NEW SPEAKER AND STROBE WITH 75 CANDELA AND STANDARD db SOUND RATING, SEE GENERAL NOTES
_mwm SPEAKER/STROBE WITH 15 CANDELA RATING
:mm SPEAKER/STROBE WITH 110 CANDELA RATING
w@ SPEAKER/STROBE WITH 90db SOUND RATING
sowm SPEAKER/STROBE WITH WIRE GUARD PROTECTION
,wvm SPEAKER IN WEATHER PROOF JUNCTION BOX
OHo NEW CEILING MOUNTED HEAT DETECTOR
Osp NEW CEILING MOUNTED SMOKE DETECTOR
0 NEW DUCT SMOKE DETECTOR
@ NEW TAMPER SWITCH
1| NEW FLOW SWITCH
B NEW PRESSURE SWITCH
@ REFER TO SPECIFIC NOTE
AFF ABOVE FINISHED FLOOR
ST. STEEL STAINLESS STEEL

GENERAL NOTES

A. EXISTING BELL TO BE REMOVED: REMOVE EXISTING BELL AND ALL ASSOCIATED CONDUIT AND WIRING NOT
USED IN FINAL ARRANGEMENT. INSTALL SPECIAL ST. STEEL COVER PLATE ON EXISTING JUNCTION BOX.

B. EXISTING MANUAL PULL STATION TO BE REMOVED: REMOVE EXISTING MANUAL PULL STATION AND ALL
ASSOCIATED CONDUIT AND WIRING NOT USED IN FINAL ARRANGEMENT. WHERE MANUAL PULL STATION IS BEING
REPLACED, THE EXISTING JUNCTION BOX SHALL REMAIN AND BE RE—USED FOR NEW DEVICE. OTHERWISE,
INSTALL COVER PLATE ON JUNCTION BOX NOT USED IN FINAL ARRANGEMENT.

C. EXISTING CIVIL DEFENSE KLAXONS TO BE REMOVED: REMOVE EXISTING CIVIL DEFENSE KLAXON, COVER,
ASSOCIATED CONDUIT AND WIRING. INSTALL STAINLESS STEEL COVER PLATE ON EXISTING JUNCTION BOX.

D. NEW MANUAL PULL STATION: UNLESS OTHERWISE NOTED, REUSE EXISTING MANUAL PULL STATION JUNCTION
BOX. WHERE EXISTING JUNCTION BOX IS NOT REUSED, MANUAL PULL STATION SHALL BE SURFACE MOUNTED
48" AFF. PAINT RACEWAY TO MATCH ADJACENT SURFACE.

E. NEW SPEAKER AND STROBE, SPEAKER OR STROBE: MOUNT 80" AFF OR 6" BELOW CEILING, WHICHEVER IS
THE LOWEST. SURFACE MOUNT IN JUNCTION BOX COMPATIBLE WITH SURFACE METAL RACEWAY AND DEVICE.
PAINT JUNCTION BOX TO MATCH ADJACENT SURFACE. ALL CONDUITS TO SPEAKER/STROBE, SPEAKERS, AND
STROBES SHALL BE SURFACE METAL RACEWAY PAINTED TO MATCH ADJACENT SURFACE.

F. NEW TAMPER, FLOW AND PRESSURE SWITCHES: ZAM OR IAM TO BE ADDED TO MAKE SWITCHES ADDRESSABLE.

G. ALL JB’S SHALL BE PAINTED RED. ID WITH RED TAPE IS NOT SUFFICIENT.

H. ALL CONDUITS TO BE ID PER SPECS, SECTION 16111.

. ALL FIRE ALARM WIRING MUST BE INSTALLED IN CONDUIT OR EXPOSED RACEWAY.

SPECIFIC NOTES

REMOVE EXISTING NON SUPERVISED FIRE ALARM PANEL AND ALL ASSOCIATED CONDUIT AND WIRING.

INSTALL NEW TRANSPONDER AND SMOKE DETECTOR IN EXISTING TELEPHONE CLOSET. EXTEND 3—#10 IN
3/4” C. AND CONNECT TO NEW 20 AMP CB, #36 IN EMERGENCY PANEL EPP—5N ON 5TH FLOOR.

INSTALL NEW MANUAL PULL STATION ON WINDOW MULLION. PAINT JB AND SURFACE METAL RACEWAY TO
MATCH WINDOW MULLION.

REMOVE EXISTING STROBE AND ASSOCIATED WIRING AND CONDUIT NOT USED IN FINAL ARRANGEMENT TO
NORTH/SOUTH PIPE CHASE ON FOURTH FLOOR. REPLACE WITH NEW STROBE AND CONNECT TO NEW
STROBE CIRCUIT.

REMOVE EXISTING STROBE AND ASSOCIATED WIRING NOT USED IN FINAL ARRANGEMENT TO NORTH/SOUTH
PIPE CHASE ON FOURTH FLOOR. REPLACE WITH NEW STROBE AND CONNECT TO NEW STROBE CIRCUIT.

RE—USE EXISTING CONDUIT AND JUNCTION BOX. MOUNT NEW MANUAL PULL STATION IN EXISTING OPENING.

REPLACE EXISTING SMOKE DETECTOR. RE—USE EXISTING CONDUIT AND WIRING.
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AWBERC FIRE ALARM SYSTEM
UPGRADE FOR ADA COMPLIANCE PROJECT

26 WEST MARTIN LUTHER KING DRIVE, CINCINNATI, OHIO 45268
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FIRE ALARM SYSTEM - FOURTH THROUGH SEVENTH FLOORS
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